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Fiesta 

Rear 

Swaybar                                          

Kit: 555-1074 

Installation of the Swaybar 
Note:  This installation requires drilling through the vehicle’s rear axle and should be installed by a 

qualified technician.  You will need a drill and a ½ inch drill bit to complete the installation. 

1. From underneath the rear of the vehicle, place the swaybar inside the channel 

of the rear twist beam.  It is to be centered in the axle as closely as possible.  

The threaded bosses are to point upward in the channel and seat on the flats 

inside the channel near the lateral tubes of the axle.  The threaded bosses are 

to line up directly over the holes in the axle.  It should be a tight fit.  See figure 

1. 

 

2. Thread the socket head Allen bolts and radius washers through the top of the 

axle into the bosses of the swaybar.  The radius end of the washer is to fit over 

the radius of the axle.  Tighten the bolts to 50 ft-lbs.  See figure 2. 

 

 

 

3. Measure the distance from the bottom of the swaybar lateral tubes to the 

bottom edge of the axle.  Take that value and add 7/16 of an inch to it.  That 

number will be the value to the center of the swaybar lateral tube.  See figure 

3. 

 

 

 

4. Take a center punch and mark the location of where to drill the hole on the 

outside of the axle using the distance you measured in step 3.  Make sure it 

lines up horizontally with the center of the swaybar lateral tubes.  You have to 

drill four holes through the axle.  See figure 4. 

 

 

5. Take a ½ inch high speed steel drill bit and drill the four holes through the axle.  

If possible, first use a smaller drill bit (around 1/8-1/4 inch diameter) to make a 

pilot hole.  This will make drilling the ½ inch hole easier. 

 

 

6. Feed the ½ inch bolts through the drilled holes and through the lateral tubes of 

the swaybar.  Be sure to include a washer on each side of the axle channel.   

 

 

7. Thread the associated lock nuts onto the bolts and tighten to 90 ft-lbs.  Test drive the vehicle and check toque on all fasteners.  See 

figure 5.    You are done!   

 

Note:  It is recommended to check the torque on all fasteners at least a couple of times a year.  Check torque more often if raced. 
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