
STEEDA COLD AIR INDUCTION KIT 
1996-2003 4.6L Mustangs GT 

Instructions for part # 555-3116 & 3114 

 
Removal of stock assembly 

1.  The first step is to remove the factory rubber intake 

tube.  Remove the two hose clamps. Use a flat head 

screwdriver or 5/16 socket.  Disconnect the two vacuum 

hoses by pulling them out of the rubber intake tube.  

Next, remove the Intake Air Temperature sensor (IAT) 

from the intake tube.  On mid 01 and up there is not one. 

This just pulls out. Remove the intake tube (see pic #1). 

2.  Next remove the factory air box assembly.  First 

disconnect the mass air meter wire harness plug.  Then 

remove the one 8mm bolt that holds the air box to the 

fender (see pic #1).  Pull out the air box assembly with 

the mass air meter still connected.  Remove the rubber 

grommet that mounts the air box to the fender, this will 

be reused. 

3.  Remove the factory mass air meter from the air box.  Remove the four bolts with a 

10mm socket.  Also remove the two rubber grommets on the bottom side of the air box.  

You will need to transfer these onto the Steeda base (see pic #2). 

Installation of the Steeda Cold Air Induction Kit 

1.  Bolt the mass-air meter to the Steeda cold air base.  Use the new 11mm 

bolts and washers supplied along with the new supplied gasket to bolt them 

together.  Attach the Steeda air filter to the base with the supplied hose 

clamp.  Also attach the heat shield to the base using a 1/8 allen key.  Then 

take the two factory rubber grommets and place them back into the factory 

holes in the engine compartment. 

2.  Install the Steeda air box assembly into the factory location. Make sure 

the nipples on the bottom side of the base go through the factory rubber 

grommets. Move any wires that will cause the cold air base not to sit flat.  

Once the base is in, attach the heat shield to the fender by installing the 

rubber grommet (from the factory air box) onto the heat shield.  Then reuse 

the OEM 8mm bolt and bolt it to the fender.  

4.  Install the intake tube using the included silicone pieces and four hose 

clamps.  The two small clamps are for the throttle body, while the larger ones 

are for the mass air meter.  The short straight section will go from the throttle 

body to the intake tube.  The longer piece will go from the mass air meter to 

the intake tube.  Adjust the intake tube so it does not interfere with the strut 

tower or any strut tower brace.  Tighten the hose clamps 

5.  Attach the two factory vacuum tubes to the Steeda intake.  Use the 

supplied 5/8 and 3/4 hose to attach the tubes to the intake (see pic #4).  No 

hose clamps are needed, as it is a tight fit.      

6.  Finally install the IAT senor into the hole in the black intake base with 

the supplied grommet, use silicone spray or similar lubricant on the inside 

diameter of the grommet to make pushing in the IAT sensor in easier. 

Reinstall the wiring harness to your mass air meter. Also verify clearance 

from any other accessories nearby. Move if necessary.  
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Warning: Not approved for sale in California or states that require a California 
E.O. #. This part has been designed and is intended for off-road application 
only. Installation of this part on a vehicle that is driven on public roads may 
violate U.S. and Canadian laws and regulations. 
 
Note: Federal and several state and provincial laws prohibit the removal, 
modification or rendering inoperative of any part that affects emissions or 
safety on motor vehicles used on public streets or highways. Steeda Autosports 
assumes no liability for any violations arising out of any federal, state or 
provincial emissions or safety requirements on motor vehicles arising out of the 
customer’s modifications and/or use of Steeda products. It is the responsibility 
of the customer to determine if their modified vehicle complies with applicable 
laws. 
 
This limited warranty is the only express warranty applicable to Steeda 
Autosports products. Other rights may arise or vary from state to state in the 
United States. Steeda is not responsible for any time for which you may lose the 
use of your vehicle, any inconvenience you might be caused, the loss of your 
transportation or any part thereof, or any other incidental or consequential 
damages you may have. 
 


