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Steeda Cold Air Induction Kit 

 
Vehicle Fitment:  2011 Ford Fiesta 1.6L                                                                                                                          

Part Number:   555-3154                                                                                    

 

Removal of Factory Intake System 
1. Open the hood and disconnect the MAF sensor.  See figure 1.  Pry the red clip back before 

pinching the tab to disconnect it. 

2. Loosen the hose clamp for the intake tube at the airbox. 

3. Remove the four Torx screws from the corners of the airbox.  Remove the upper airbox.  See 

figure 1 for the screws to remove. 

4. Lift out the factory air filter. 

5. Remove the MAF sensor from the factory upper airbox by removing the two Torx screws 

securing it.  Be sure to note the orientation of the MAF sensor for future assembly. 

Assembly of the Steeda Cold Air Induction Kit 
6. Install the MAF sensor into the MAF pipe as seen in figure 2.  Use the two smallest button head 

Allen screws to attach the sensor. 

7. Remove the PVC liner from both the shield and lid. 

8. Install the MAF pipe with sensor into the lower shield as seen in figure 3.  Use the three matching 

length #10 button head Allen screws to secure it to the inside of the shield. 

9. Install the air filter over the flange of the MAF pipe.  Be sure it does not contact the shield.  Also make sure that the lid will fit without 

interference (it must be oriented in the precise position to ensure no interference issues).  Secure it with the attached hose clamp.  See figure 4. 

10. Install the provided rubber grommet over the radius on the back of the shield as seen in figure 5. 

 

 

 

 

 

 

Installation of the Steeda Cold Air Induction Kit 
11. Set the new intake onto the lower airbox and feed the wire harness for the MAF sensor through the rubber grommet you installed over the radius 

on the back side of the shield, see figure 6.  Reconnect the MAF sensor. 

12. Install the lid onto the lower shield.  Use the six similar length #10 button head Allen screws to secure it.  See figure 7. 

13. Line up the holes in the new shield to the holes in the lower airbox you removed the four Torx screws from.  Secure the cold air kit to the lower 

airbox using the four Phillips head self tapping screws. 

14. Attach the intake tube to the MAF pipe and tighten down the hose clamp.   

15. The finished assembly should look similar to figure 8.  You are done!   
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Warning: Not approved for sale in California or states that require a California 
E.O. #. This part has been designed and is intended for off-road application 
only. Installation of this part on a vehicle that is driven on public roads may 
violate U.S. and Canadian laws and regulations. 
 
Note: Federal and several state and provincial laws prohibit the removal, 
modification or rendering inoperative of any part that affects emissions or 
safety on motor vehicles used on public streets or highways. Steeda Autosports 
assumes no liability for any violations arising out of any federal, state or 
provincial emissions or safety requirements on motor vehicles arising out of the 
customer’s modifications and/or use of Steeda products. It is the responsibility 
of the customer to determine if their modified vehicle complies with applicable 
laws. 
 
This limited warranty is the only express warranty applicable to Steeda 
Autosports products. Other rights may arise or vary from state to state in the 
United States. Steeda is not responsible for any time for which you may lose the 
use of your vehicle, any inconvenience you might be caused, the loss of your 
transportation or any part thereof, or any other incidental or consequential 
damages you may have. 
 

 

 

 


