
FORD GT  
SUPERCHARGER PULLEY 

REPLACEMENT PROCEDURES 
 

Steeda Part #:  555-3346 
 

This pulley is designed to press onto the supercharger shaft, as is 
the OEM pulley. Special tools are required both to remove the original 
pulley and to install the new pulley. Improper installation will result in 
damage to both the supercharger and the pulley.  We highly recommend 
that this product be installed by a skilled professional utilizing the proper 
tools.  Call Steeda at 954-960-0774 for additional information about 
installation tools. 

This procedure does require that the engine be completely cooled 
down before removal of the existing pulley or installation of the 
replacement pulley. 

The replacement of the press-on supercharger pulley for the Ford series 
superchargers (Cobra, Shelby GT 500, Ford GT, Lightning and Harley-Davidson 
trucks) is a simple procedure, but does require that the engine be completely 
cooled down before removal of the existing pulley or installation of the 
replacement pulley. It’s also required that the new pulley be heated in an 
oven at 400 for 35-45 minutes to ease in installation, or heat the pulley with 
a propane torch for 1-1/2 minutes so a glove is required for install.  It is 
recommended that you execute the removal and replacement of the pulley(s) 
using the additional procedures that follow.   
 

1. You must allow the engine to return to room temperature before removing 
or replacing the pulley. The best procedure is to allow the car/engine 
to sit overnight before beginning the procedure.  In addition, take a 
measurement from the blower to the first belt groove in order to 
ensure proper alignment of the Steeda pulley. 

2. Remove the supercharger. 
a. Disconnect the air inlet tube from the throttle body. 
b. Disconnect the throttle linkage. 
c. Disconnect the EGR pipe and vacuum lines to the supercharger. 
d. Remove the belt.  This must be done through the firewall access 

located behind the speaker inside the cabin. 
3. Carefully lift out the supercharger from the engine compartment. 
4. If using the Steeda Pulley Puller tool, tap the end of the blower shaft. 

Match the tap to corresponding thread on the selected puller tool. A 
Hydraulic press can also be used.  

5. Remove the OE Pulley. 
6. Heat the new Steeda pulley to 400 degrees for 35-45 minutes or use the 

Torch method.  Wear heat resistant gloves to safely handle the heated 
pulley. 

7. Install the heated pulley over a room temperature shaft.  Press the pulley 
on so the Steeda lettering faces the body of the supercharger.  The pulley 
should be pressed on until the face with 7 holes is flush with the end of the 
shaft. 

 
 

Thank you for choosing Steeda. If you have any questions and/or comments about these 
instructions please call   (954) 960-0774 Or e-mail gofast@steeda.com 
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