
STEEDA DOWNPIPE 
Ford Focus ST 

Instructions for parts #555-3605 & #555-3606 
Tools Needed: 
1. T30 Torx driver 

2. 10, 13 (deep-well), 15, and 17mm sockets 

3. 13, 15 and 17mm wrenches 

4. 7/8” wrench, or O2 sensor wrench or socket 
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Removal of Factory Downpipe 
1. Using the T30 Torx driver, remove the screws holding the front air 

dam and remove the air dam. 

2. Remove the T30 Torx screws holding the belly pan and remove it. 

3. Remove the 2-15mm nuts and 4-15mm bolts holding the cross brace, 
then remove the cross brace. 

4. Disconnect the downpipe from the exhaust pipe (13mm bolts, 17mm 
nuts). 

5. Using the 10mm socket, remove the 2 bolts from the downpipe 
hanger. 

6. Remove the 2-13mm nuts holding the top of the downpipe support 
bracket. 

7. Carefully remove the plate and spacers.  

8. Remove the 2-13mm nuts holding the support bracket to the 
transmission. 

9. Remove the13mm nut from the clamp securing the downpipe to the 
turbo. 

10. Unplug the O2 sensors.  The plugs are both located on the back of 
the engine compartment down behind the engine.  They are reachable 
from the bottom after loosening the downpipe. 

11. Carefully pull the downpipe out towards the back of the car. 



Installation of Steeda Downpipe 
1. Remove the O2 sensors from the factory downpipe and install in Steeda downpipe.  Note: This kit comes with an extra 

bung in the downpipe for use with a wideband sensor, etc.  If there is no extra sensor being used, install the O2 sensor in 
the bung located nearest the inlet flange, and install the 18mm x 1.5 plug (included  in kit) into the extra bung.  

2. Remove the hanger bracket from the factory downpipe and install on Steeda downpipe.  Some type of lube (silicone, 
grease ,etc.) should be used on the rubber isolators when reinstalling onto the Steeda downpipe.  Note:  Be aware of the 
direction the hanger is facing on the factory downpipe, and reinstall in same direction. 

3. Remove the metal gasket from the factory downpipe and reinstall onto the inlet flange of the Steeda downpipe. 

4. Carefully route the Steeda downpipe up into the car, with the inlet end going towards the front of the car.   

5. Plug the O2 sensors back in. 

6. Get the downpipe close to being lined up, and loosely install hanger bolts.  (Do not tighten completely at this time.) 

7. Loosely install clamp on downpipe inlet flange.  (Do not tighten completely at this time.) 

8. Install support bracket.  Insert supplied 8mm-1.25 bolts into the bracket on the Steeda downpipe, where the bolts are 
facing downward.  Loosely install plate, spacers and supplied 8mm crimp locking nuts. (Do not tighten completely at this 
time.) 

9. Push up from the bottom of the support bracket so that tension is on the downpipe.  Install and tighten lower support 
bracket nuts. 

10. Tighten the clamp on inlet flange of downpipe. 

11. Tighten the upper support bracket nuts. 

12. Reinstall gasket onto the outlet flange of the downpipe.  

13. Reinstall supplied 10mm-1.5 bolts and 10mm x 1-1/2 nuts into the connection between the outlet flange and exhaust pipe.  
The bolt heads should be facing towards the back of the car. 

14. Tighten the hanger bolts. 

15. Reinstall the cross brace. 

16. Reinstall the belly pan. 

17. Reinstall the front lower air dam. 
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Use lube here. 

2 

3 

8mm bolts facing 

downward in from 

bracket welded to 

downpipe. 

Push up on bracket here.   

8 

9 

Install nuts and tighten.   


