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We strongly recommend that a factory shop manual be available for reference 
during the installation. If you are not confident you can complete the job safely, 
have the work performed by a certified technician who is familiar with the Focus.  
 

1. Before starting allow the engine to 
cool. 

2. Using a jack, carefully support the 
weight of the engine. 

3. Once the engine is secure, move the 
coolant reservoir out of the way.  It is 
secured by one bolt in the front and a 
plastic tab in the rear.  Note: it is not 
necessary to disconnect the hoses 
from the reservoir.  Merely, move the 
coolant reservoir to the side once it is 
loose.  PIC.1  

4. Remove the engine mount and the 
bracket attached to the chassis.  There 
are three bolts securing the bracket to 
the chassis and two nuts securing the 
engine mount to the engine. PIC. 2   

5. After removing the engine mount 
assembly, disconnect the engine 
mount from the bracket  by removing 
the nut on the bottom of the bracket.  
PIC.3 

6. Attach the Steeda engine mount to the stock bracket reusing the bottom nut and 
the provided bolt.  The new engine mount should be lined up in the same 
direction as the stock unit.  Torque the engine mount to 38 ft-lbs.  PIC.4 
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7. Once complete, maneuver the new 
assembly into position.  Start the two 
engine nuts.  Then start the three 
bracket bolts.  Secure the assembly by 
tightening both the nuts and the bolts 
evenly. Torque the bolts to 35 ft-lbs and 
the nuts to 60 ft-lbs.  PIC. 5,6 

8. Reinstall the coolant reservoir and 
carefully remove the jack supporting the 
engine.   

9. The installed unit should look like the 
picture below.  After double checking all 
connections, test drive the vehicle in a 
controlled environment to ensure that all 
systems are functioning properly. PIC. 7 
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Thanks for choosing STEEDA. Any questions and/or comments please call (954) 960-0774 or e-mail us at    

gofast@steeda.com 
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