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STEEDA BILLET 

ENGINE MOUNT 
For: 3.0L and 3.5L Fusion        

Installation Instructions For Kits 

#555-4026   

 
A qualified technician should be used if you are not confident                                 Tools Needed: 

with removing and installing an engine mount yourself.  Refer                                 Ratcheting Wrench Set 

to a service manual for fastener torque specifications.                                               Prybar 

 

Removal of Factory Mount 

1. Lift the car on a vehicle lift or on jack stands to work underneath the car.  

The front wheels need to be off the ground.  Use caution operating a lift or 

jack stands to ensure the car is stable and safe to work underneath. 

NOTE: Removal of the exhaust mid-pipe will make the job easier, but is not 

required.  We do not recommend attempting to remove the mid-pipe if any of 

the bolts/nuts appear to have any significant corrosion. 

2. Remove the small heat shield between the engine mount bracket and the 

exhaust mid-pipe.  There are two small bolts to remove.  Figure 1. 

3. Back out the front engine mount bolt, connecting the factory mount to the 

transmission case, as far as you can. Figure 2. 

4. Remove the two bolts above the front engine mount bolt securing the front 

engine mount bracket to the transmission case. 

5. Loosen and back out the rear engine mount bolt, connecting the mount to 

the subframe, until it is near the exhaust mid-pipe (if you have not removed 

the mid-pipe). 

6. Swing the front of the mount down far enough to remove the front bolt and 

bracket.  Figure 2. 

7. Remove the rear bolt of the mount by rocking the engine and transmission 

by hand, or gently with a prybar, until there is enough clearance to slip the 

bolt around the exhaust mid-pipe (if applicable).  DO NOT PRY on any 

lines (power steering, transmission cooler, etc..), hoses, or 

wiring/harnesses. 

8. Remove the mount and set it aside. 

 

Installation of the Steeda Billet Engine Mount 

9. Generously grease all outside faces of the billet mount bushings with the 

supplied grease pack. 

10. Slide the mount into place in the same location as the factory mount.  The 

larger diameter end of the mount/bushings bolts to the subframe, not the 

transmission case.  Figure 3. 

11. Slip the supplied spacer in the gap between the transmission case and the 

face of the inner bushing at the transmission case mount.  Figure 4. 

12. Finish installing the mount in reverse of steps 2-7. 

13. You are done.  Test drive the vehicle and re-check torque on all fasteners. 
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