
2013 + Focus Jacking Rails 
Instructions for 555-5206 

 
NOTE: This product is best installed by an experienced 

welder/fabricator.  Any exhaust or muffler shop should be able to 
handle this installation with ease.  Incorrect installation could result in 
damage to the vehicle, including burning holes though the sheet metal 
structure of the car and / or interior fire.  Use caution.  Bring the car to 

a professional if you are not sure you can complete it correctly.  
 

Steeda Jacking Rail Installation 
1. Support the car on a drive on or two post lift to do this 

install. 

2. Look at picture 1 to identify the orientation on the jacking 
rails.  The larger tabs are in the rear and point to the center. 

3. You will want to remove some of the powdercoating from 
the mounting tabs, this is simply done with a wire wheel and 
a drill.  

4. Using an extra set of hands or a screw type jack, hold the 
jacking rail in place under the car. Start at the back and tack 
it in place.  Refer to picture 2 for the proper location. Tack it 
just in front of the seam sealer and even with the front edge 
of the plastic rock guards.  

5. Move to the front and tack it in place, see picture 3.    

6. Repeat on the other side. 

7. Now you can go back and complete your welds. Note: The 
thickness and “weldability” of the metal around the tabs 
varies greatly.  Some areas will require much more heat 
than others. Make sure you keep the weld to only the area 
around the front and rear tab.  Make small welds.  Do not 
weld in the center of the support beam.  Remember the 
more you weld in one area the hotter it will get and the 
greater the chance for catching your carpet on fire.  Make 
small welds and move around often.  Steeda is not 
responsible for welding these on incorrectly or any damaged 
caused.  

8. Paint the exposed welds with a anti rust black paint and 
you’re don, enjoy!  
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