
Steeda 1999-2004 Cobra IRS Mount Bracket Installation Instructions 
Part number 555-5405 

 

    CAUTION: Before you begin, read these instructions through at least once. 
The installation of this kit will provide a marked improvement in 

handling and a reduction in wheel hop.  Although no special 

mechanical skills are required to execute this installation, welding is 

required.  If you are not a skilled and competent welder, do not 

attempt to do this on your own.  Unless you possess very long arms, 

the installation of the fasteners will require someone to hold the nut 

inside the trunk while someone else tightens the bolts.  Steeda 

Autosports recommends that you have a Ford service manual 

available to provide instructions on procedures that are not covered 

in these limited instructions. 

1. Remove the trunk liners and set them aside.  This procedure is 

necessary to access the fasteners that will attach the bracket to 

the chassis. 

2. Jack the rear of the car up and support it on jack stands placed 

under the chassis subframe at the forward IRS subframe mounts.  

DO NOT ATTEMPT TO JACK THE COBRA UP UNDER 

THE CENTER OF THE DIFFERENTIAL as is common 

practice with the solid axle cars.  The Cobra IRS is not designed 

to support the weight of the car at the differential housing.  

Attempts to jack the car up under the differential housing can 

result in expensive damage to the assembly and delays in 

completing the installation. 

3. Once you have properly supported the vehicle on jack stands, 

remove both rear wheels. 

4. Sand the upper surface of the rear subframe cantilever bracket to 

ensure good weld penetration.  

5. Place the new support plate on top of the rear subframe 

cantilever bracket and tack weld in position.  Be sure to note that 

the brackets are left and right specific with a bend that is 

installed to the rear of the car (This fits in the contour of the 

fender inner liner.  See the illustration). 

6. Using the holes in the new bracket as guides, drill 3/8” holes 

through the inner fender liner. 

7. Inside the trunk, debur the holes that have been drilled.  Place a 

small amount of silicone sealant around the newly drilled holes.  

Insert the included bolts, through the inner fender liner into the 

trunk.  With the help of a second person, install the flat washer 

and nylon insert nut.  Torque to approximately 18 lb/ft. 

8. Completely weld the new bracket along the edge to the 

cantilever bracket.  Repeat this process for the other side.  This 

completes the installation of the brackets.  Although not 

required, we suggest you spray the bracket with undercoat to 

provide protection against the environment.  

9. Re-install the wheels and remove the car from the jack stands. 

10. Re-install the inside trunk panels and enjoy the new ride. 
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