
Steeda Fusion Front 
Sub Frame Brace 
 Part # 555-5554 
 
1. Raise the entire vehicle.  A drive on lift is suggested.  If working from the floor, secure with 

jack stands. (For 4 cylinder vehicles, completely remove the lower engine cover.  It will not be 
reused) 

 

2. Raise the front of the vehicle until the front wheels 
are at full drop.  Support the front lower control arms 
with jacks and adjust so there is little to no spring 
tension on the lower control arms.   

 

3. Loosen, but do not remove the lower strut bolt 
attaching the strut to the front lower control arm.  Pic. 
1 

 

4. Remove the front lower control arm bolt securing the 
control arm to the sub frame.  Remove the bolt from both sides of the vehicle.  Pic. 2 

 
5. Place the brace into position as shown.  The 

passenger side control arm mount must be placed 
into position first.   Then align the driver’s side.  Pic. 
3,4 

 
6. Loosely replace and run up the front lower control 

arm bolts.  Do not tighten.  Note: It may be necessary 
to move the control arm by hand or with the jacks to 
align the bolts with the weld in nuts of the sub frame.   

 

7. Install the provided rear bolts in holes as shown from 
the top down with the provided washers on top. The bolts should pass through both the sub 
frame and the brace.  Run up the provided nut with 
thread locker, but do not tighten.  For 4 cylinder 
vehicles, install the bolts from the bottom up with the 
nut on top of the sub frame.  In addition, 4 cylinder 
applications only will use the provided spacers 
between the brace and the sub frame at both rear 
mounting points. 

 

8. Re-secure the lower strut bolts.  Torque to 76 lb-ft. 

 

9. Lower the front end, so the vehicle is level and at 
static ride height.   

 

10. Torque the lower control arm bolts to 76 lb-ft and the 
rear brace bolts to 55 lb-ft after lowering the vehicle 
and jouncing the suspension to settle it. 

 

11. Carefully lower the vehicle.  

Thank you for choosing STEEDA. Any questions 

and/or comments on these instructions 

Please contact us at (954) 960-0774 or e-mail us at 

gofast@steeda.com                                                                                                    
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NOTE: Installation of this kit requires above average mechanical skills.  This 
procedure should only be undertaken by a competent individual with the necessary 
skills to properly complete the installation.  We strongly recommend that a factory 
shop manual be available for reference during the installation. If you are not 
confident you can complete the job safely, have the work performed by a certified 
technician who is familiar with the suspension your vehicle. Failure to reassemble 
the suspension properly can lead to serious injury. 
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