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******VERY IMPORTANT****** 
This part is not designed for street use!  If you are going to be driving your car on 

the street you MUST disconnect 1 of the links from the Axle. 
 

1. To facilitate the installation of the Steeda Anti Roll Bar, it is necessary to raise the 
entire vehicle to access the rear suspension.  The entire vehicle should be level.  
A drive on lift is suggested. 

2. Remove the two (2) bolts that attach the stabar end links to the frame rail.  Pull 
the factory end links from the mount. 

3. Remove the bolts that mount the factory bushing clamps and swaybar to the axle 
assembly.  It may be helpful to have a second set of hands to hold the bar while 
removing these last four (4) bolts.  Remove the factory swaybar. 

4. Place the new assembly into position as shown.  
The billet bracket bolts in the same location on 
the frame rail as the OEM stabar.  Re-use the 
OEM bolts to hold the assembly up, but do not 
tighten at this time.  The weld on bracket goes to 
the rear of the vehicle and should be loosely 
bolted to the assembly.   

5. Once in position, push the assembly back so 
that both weld on brackets are firmly against the 
frame rail.  Mark the areas to weld and rotate the 
assembly forward.  Then remove the paint where 
necessary. 
 
 
******VERY IMPORTANT****** 
Care must be taken to protect the 
surrounding fuel lines while welding.  Failure to properly shield the fuel 
lines from heat can lead to serious injury. 
 

6. After removing the paint, rotate the 
assembly back into position.  With 
the two brackets firmly against the 
frame rail, tack weld both of them into 
position.  For more clearance remove 
the axle back section of the exhaust. 

7. Remove the two rear bolts in the two 
weld on brackets.  Then rotate the 
rest of the assembly forward.  With 
the area clear, shield any exposed 
fuel lines.  Then, completely weld the 
brackets in place. 



8. Paint or seal any exposed metal to 
prevent corrosion. 

9. Rotate the assembly back into 
position and replace the bolts for the 
rear brackets.  Tighten the bolts for 
both the front and rear brackets.    

10. Adjust the heim joints in the links so 
that four threads are showing and do 
not tighten jam nuts.  Screw links into 
sway bar with mounting tabs hanging 
down.   

11. Align and mount tabs – check links for 
alignment to insure squareness.  
Adjust roll bar height so that the tabs 
are on the rear of the axle housing, 
about middle in height.  Clean paint off 
area to be welded.  Tack all tabs, then 
unbolt heim joint prior to welding all 
the tabs completely. 

12. Paint or seal any exposed metal to 
prevent corrosion. 

13. Position the heim joints back into the 
tabs.  Tighten the four heim joint 
connections, but leave the jam nuts 
loose.   

14. Check the roll bar for play from side to 
side.  Excess play may cause noise 
during operation. If play is noticed, 
there are nylon shims provided to 
account for minor vehicle variations.  
To insert the shims, remove the entire 
assembly from the vehicle.  Then, 
remove the 4 bolts securing the center 

support bar.  After removing the center 
support bar, the shims can be placed 
on either end or both ends depending 
on the amount of side to side play 
noticed.  Grease the shims with 
bearing grease prior to use and push 
them through the roller bearing so they 
seat at the bottom of the bore.  
Replace the roll bar into each roller 
bearing and re-assemble the center 
support bar.  Re-install the anti roll bar 
assembly and recheck for side to side 
play.  Add or remove shims as necessary.   
 
 
 
 
 



 
 
Notes:   

a. Too many shims will cause the bar to bind.  
b. The roller bearings come pre-assembled with grease. 
c. The roller bearing should be greased regularly with a high quality 
bearing grease. 
 

15. Set up – install all bolts in links and 
tighten locknuts.  Remove jack 
stands.  Check that tire pressure is 
equal side-to-side.  Place jack under 
center of front cross member and 
raise car until front tires just come 
off the ground.  Measure from door 
jam to ground on both sides of the 
car in the same place.  Adjust the 
links so that the driver’s side is 1/16” 
lower than the passenger side.  
Tighten the jam nuts. 

 

 

Thank you for choosing STEEDA. Any questions and/or comments on these instructions 

Please contact us at (954) 960-0774 or e-mail us at gofast@steeda.com 
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