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Steeda Billet Fuel Rails 

777-3018 
Tools Needed:___________________________________________________________________________ 

1. 10mm socket w/ratchet 

2. 7/8” and 1” wrench 

3. 3/16” allen wrench 

Assembly of the Steeda Fuel Rail: 

1. Put the cap into one end of one of the new fuel rails, on the end with the “Steeda” logo. Tighten this cap. 

2. Place the fuel inlet connection onto the other fuel rail.  Place it at the end with the “Steeda” logo as well.  Tighten 

the “male” fitting into the rail.  Loosely thread the “female” connection onto this fitting so that the inlet 

connection can be positioned properly when installed in the car. 

3. Place the “male” fittings on both fuel rails at the opposite ends and tighten.  The connector hose can then be 

installed loosely onto these fittings.  This will also need to be left loose so that it can be properly positioned when 

installed in the car.  See figure 1 for reference. 
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Installation of the Steeda Fuel Rail:   

1. Remove the factory fuel rail.  Refer to factory service manual for instructions. 

2. Remove the injectors from the factory fuel rail.  Install the injectors into the Steeda fuel rails.   

3. Install the two plugs into the Steeda fuel rail.  Make sure thread tape is applied to the plugs before tightening 

them into the rail.   

4. Install the Steeda fuel rails onto the engine.  The fuel rail crossover will go on the backside of the engine, not on 

the front side like the factory fuel rail was.  See figure 1.  NOTE: MAKE SURE ALL O-RINGS ARE STILL 

ON THE INJECTORS.  IF NOT, CHECK THE INTAKE TO SEE IF THEY GOT STUCK IN IT.  

THEY CAN BE REMOVED CAREFULLY FROM THE INTAKE AND PLACED BACK ONTO ANY 

INJECTORS MISSING THEM, IF THAT IS THE CASE.  Make sure all of the injectors are lined up and 

push down on the rail carefully to insert them into the intake.  Install the factory bolts back into the Steeda fuel 

rails and tighten them down.  

5. Once all four bolts have been tightened into the intake, securing the rails, all of the fittings for the lines can be 

tightened.  Reinstall the vacuum line onto the driver’s side rail using the original nuts on the studs.  

6. Be sure to reconnect all lines and electrical connections that were disconnected. 

7. Start engine and check for any fuel leaks.   
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