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Rear Swaybar Endlinks 

555-1091
1. Lift the rear of the car so that the rear wheels are off the ground. Use caution operating a lift, or jack stands, to 

ensure the car is stable, and safe to work around, and underneath.
2. Remove the rear wheels.
3. Remove the factory sway bar end link.  Remove the bottom nut first, then the upper nut.  When removing the 

upper nut, it may be necessary to keep the end link ball studs from feely spinning with a 5mm Allen wrench in the 
hex end of the ball stud.

4. With the factory endlink off the car, measure the distance from the mating surface to the center of the swivel.
5. Install the new Steeda Rear Swaybar Endlinks.
6. Decide whether you would like the softer (black) or stiffer (red) bushings installed.  Place a small amount of 

grease onto the bushings where they will be in contact with the lower mounting position.
7. Apply a spot of blue Loctite onto the threads of the bolt that will be threaded into the lower portion of the 

adjuster piece.
8. Fully tighten the lower bolt into the adjuster.
9. Thread the supplied left hand jam nut onto the rod end.
10. Thread the rod end into the adjuster. Set the length of the new Steeda Swaybar Endlinks to the same length as 

the factory endlinks.  If the car has Steeda lowering springs, adjust the endlinks to be ½” shorter than the factory 
endlinks.  This will help restore the swaybar geometry on cars using lowering springs.  Do not tighten the jam nut 
at this time.  Note: Both endlinks will need to be the same length when installed on the car. The exception to 
this, is when the car is going to be driven on a track or course that is dominated by turns in one direction.  If this is 
the case, lengthen the endlink on the outside tire 2 to 3 turns.  This will increase the corner weight on that side 
and generate a small improvement in traction.

11. Insert the supplied bolt into swaybar from the outside, place the spacer on the bolt, and then insert the bolt 
through the rod end.   Install and tighten the lock nut onto the bolt.

12. Once everything is secure, tighten the jam nut down onto the adjuster.  Make sure the rod end stays 
perpendicular to the bolt as you are tightening the jam nut.

13. Test drive the car to see if there are any squeaks or rattles.  If not, have the vehicle aligned at a certified 
alignment facility. 
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