
STEEDA COLD AIR 

INDUCTION KIT 
2011 Mustang GT                            

Instructions for part #555-3157 

Automatic CAI Hardware/Upgrade Kit 
 

***NOTE***          This kit is only to used on cars that have been 

tuned.  Using this kit without a tune can cause serious damage to 

your engine.  Steeda will not be held liable for use without a tune.            

 

 

 
1. Refer to the instructions included in your kit for the removal and installation of the Steeda 2011 

Mustang V8 cold air kit.  Use these instructions for the modification of the Steeda intake tube to be 

used on a car with an Automatic transmission. 

 

2. First step is to drill a 7/8” hole for the extra vacuum line 

found on the 2011 cars with Automatic transmissions.  

Mark a location for the hole in between the center of the 

two mold separation lines, on the Bottom of the Steeda 

plastic intake tube and 4 inches from the TB end of the tube 

(see picture to the side).  Once you have marked your 

location, drill a 7/8” hole in the tube. 

 

3. Now assemble and install the PCV hose adaptor onto the 

plastic intake tube.  Install the rubber grommet into the 

drilled hole in the bottom of the intake tube.  Next insert 

the 90 degree elbow into the grommet, be sure the barb on 

the elbow is through the grommet to prevent it from falling out.  Install the 

longer piece of rubber hose onto the elbow and place two similar sized hose 

clamps over it.  Install the aluminum vacuum tube adaptor (the one with the 

similar diameter ends, not the adaptor with one large and one much smaller 

diameter) into end of the rubber hose.  Be sure to install the bulbed end of the 

adaptor into the rubber hose.  See picture for an exploded view of the 

assembly.  Also ensure there is 

enough of the lip in the center of 

the aluminum adaptor exposed to 

clip into the vacuum hose of the 

car similar to the factory intake 

tube. 

 

4. Refer back to your original 

instructions for the rest of the 

installation. 

 

 


